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Add: Industrial zone,sanxing town,zhangjiagang city,jiangsu Province,China.

ElPiksEaR ( CHINA)
Wi +86-512-58516595
% i +86-512-58516596
i fi : sales@xjgmachine.com

M bt www.xjgmachine.com

INTERNATIONAL DEPARTMENT

TEL/FAX : +86-512-58516595

EMAIL ; sales@sxjgmachine.com  xjgmachine@gmail.com

Web : www.xjgmachine.com

24 Hours Hotline : +86-13962292365 ( whatsapp/viber/wechat )
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HREBH Technical Specification
MR REE : HB280-320 Hardness After Hardening & Tempering: HB280-320
HALRINE : HV850-1000 Nitrided Hardness: HV900-1100
BEALEIRIE: 0.5070. 80mm Nitrided Case Depth: 0.50~0.80mm
EALNEE: <8 Nitrided Brittleness: Less Than Grade 2
FMHLBIE: Ra 0.4 Surface Roughness: Ra 0.4
ST ELERIE 0. 015mm Screw Straightness: 0.015mm
- A5 AR 2L . =900HY . Surface Chromium-Plating’s Hardness After Nitriding: Z900HV
PR 0.02570. 10mm Chromium-plating Depth: 0.025~0.10mm
A HERE: HRC50-65 Alloy Hardness:HRC62-66
- i;f;ﬁ_?fuﬁ_ 27 5m i Alic-'y_Dspth‘. 2~5mm
MERATE Materials&processes
7 38CrMoALA (TIS SACME45) Quality 38CrMoAIA(JIS SACMB4E)
LA U A Quality Duplex Stainless Steels
42CrMo (JIS SCM440) 42CrMo(JIS SCM440)
40Cr 40Cr
EEREE GHN3
SKD11 SKD11
SKDE1 (H13) SKDB1(H13) \ %
Cr12MoV Cr12MoV ) _
LI AR SR Quality Powder Metallurgy Raw Materials
%, iiriE SR T E Cold/Thermal Spray Hard Metal Process
LR ITE Advanced Nitriding Process
Tt T et R R i T Corrosion & Abrasion Resistance Bimetallic Spraying Process
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XinglingGang Group

CONICAL TWIN SCREW AND BARREL PARALLEL TWIN SCREW AND BARREL
HETZ DUZAT . LTS SEAT SRR AL

Hit% Specifications TN, AR
®24/®52, DIS/DE0, P45/PY0, D45/0100, 50/D105, D51/D105, D55/P110, DE5/D120, D58/d124, Paratlel iy scewv and bariel
D60/D125, $B5/D120, $B5/$132, BEB/D143, BT0/D135, $T70/D140, B75/D150, DBO/D143, BBO/ K@ : LD - 18-35

PRI EREL R B R TEit,
®156, ©92/d188, ©105/0216, $110/0220
Ratio (L/D) : 18~35
ST 1 45 He AT AR 7 7 A B A R e 5 M 4 1 Could be designed different types according to variety of raw material and products.
The compression ratio of serews can be designed according to different raw material and products. #iE(specification) : ©52/2, D60/2, V65,2, BT0/2, B72/2, BT5/2, DRO2, BBS/2, DI0/2, BI3/2, B100/2, B105/2, D110/2,
©115/2, ©120/2, ©125/2, ©130/2, ©140/2, D150/2, $160/2, D170/2, $180/2, D190/2, B200/2, D2S0/2,
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SCREW AND BARREL FOR EXTRUDER SCREW AND BARREL FOR INJECTION MACHINE
HF HHLEAT . Bl VERIHLIREAT . AL

Hit4 Specification S ¥ifs Specification
IR AT B % Screw Diameter: @15~@300 g — ) B4 1% Screw Diameter: @20~@220
[ci#tt Length/Diameter Ratio: 7~55 fii#4 }iMould Clamping Force: 100~35000KN

URFF AT AT AT, SR, M. TR R HEAEAE. £ 131l Shot weight: 30~30000G

Screws can be selected from ordinary, gradual, mutational, pinned, separating and exhaustin €s. il i il = N ; .
e ¢ P — o byp BT T P ) O T S, L6336 R AR 6
T LR A AR A ) B i, TR A o G T i : == E Screw can be matched with different heads, and barrel
The compression ratio of screws can be designed according to different raw materials and requirement of can be matched with different nozzles.
clients.
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SERFHF HLAIERS ( 1500 ) JEFeYy

GType | MtSpec | MATIEKw | oA ntt M&Eﬁ?m mm}\:ﬂ:ﬂ:ﬁj - .‘acrmfgrer‘"ﬁngth-gi\.ﬁ:&m ratio
112-8 55 | 800 100 525 35 (AN 254
& 800 00 | 764 3 P50 251
11 1000 100 1050 54 | <ess 251
185 900 o0 1962 w0 | =wss 251
30 1000 80 3581 155 <®75 251
a5 1000 ) 5371 180 | s@90 751
55 1120 70 7503 w2 | <105 251
75 960 B0 7643 258 <110 251
2y a5 960 50 13528 287 <120 251
110 960 50 17507 360 <®135 251
132 360 50 21008 380 <®150 251
185 960 60 29442 400 < D160 251
~330| 960 60 31831 430 <9160 <0170 251
213 1000 80| 40840 500 | <m180 251
440 1000 50| 84034 700 <®200 2511
540 1000 50 | 103132 770 <250 251
200 1500 a7 | aoe3s 500 <P165 2511
z5v) 220 1500 2% | 80802 700 <190 251
315 1500 34 | ssanl 770 <200 251
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BIMETALLIC SCREW AND BARREL

X 45 s WA AL TS

product category: bimetallichole centrifugal casting barrel
Processing Range: inner diameter 15mm-500mm, effective
length:2000mm

Processing Technology: HP/HVOF+Metallurgical Banding
alloying campenent : Ni+Cr+We ete.

Hardness: HRC62-66

adhesion power>126MPA

straightness:0.015mm/m

surface roughness: Ra0.dum

Alloy nameplate:Sweden

Product note: Patent all alloy sintering technology, super wear
resistance, super corrosion resistance, suitable for halogen
free material

Bimetallic layer&® 2

Fully-coated bimetallic layer

sERETAERE

Alloy section of outputing Alloy section of feeding Alloy cover layer
and compressing

Bimetallic layer& &2 Bimetallic layer&&/2 Alloy cove laygeFiRE®E Alloy cove laygelTRs &2




